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7 6 A 1 4 2 1 A B3

EXIT

It is certified 
according to the EN 1125:08 standard in combination with its striking plates and oper-
ating bar Pro EXIT, with the following certification:

Set your time 
The user can set the time span between the opening pulse and the automatic relocking 
of the door.

Multiblindo eMotion has three options allowing an instant opening as well as to choose 
the automatic relocking mode according to user’s security requirements. It is operated 
through an electronic control for all the settings.

Total. When pressing the pushbutton the door opens and a sound signal is produced. 
When it closes, Multiblindo eMotion will automatically trigger the latchbolt and deadbolts: 
the sound feedback will indicate the total locking. Total security: this setting ensures your 
door the highest security. 

Light. When pressing the pushbutton the door opens and a sound signal is produced. 
When it closes, Multiblindo eMotion will automatically trigger the latchbolt only: a different 
and more flexible security level for a partial and fast locking.

Free. With this setting, Multiblindo eMotion keeps the latchbolt and deadbolts com-
pletely unlocked: the door will stay in a free-opening status, in the classic hold-open 
situation. Total freedom ensuring a free access both from inside and outside until a new 
setting is given.

Operating bar 
Operating bar on which a microswith can be applied. It detects the emergency opening. 

The electromechanical automatic lock Multiblindo eMotion EXIT with panic function has got the same features as the lock 
Multiblindo eMotion. The system is made up of the lock and the operating bar. A microswitch detects and signals the 
deadbolt status. From the outside it operates by key or the most advanced electronic access systems: fingerscan, keybo-
ard, transponder, PIN-code. From the inside it operates electronically in a simple and fast way through a normal keyboard. 
The end user can choose the locking mode according his security requirements: Total, Light, Free. The deadbolts and 
latchbolt are always operated by the panic bar.

with operating bar

Emergency 
exit controls
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EXIT

C
ode

24

3

24

6

U-front plate 2300x24x6 in stainless steel. Backset mm 35 DIN RIGHT	 1		 7A37003521D.A
U-front plate 2300x24x6 in stainless steel. Backset mm 35 DIN LEFT	 1		 7A37003521S.A
U-front plate 2300x24x6 in stainless steel. Backset mm 40 DIN RIGHT	 1		 7A37004021D.A
U-front plate 2300x24x6 in stainless steel. Backset mm 40 DIN LEFT	 1		 7A37004021S.A

			 

	
Flat front-plate 2300x24x3 in stainless steel. Backset mm 35 DIN RIGHT	 1		 7A37103521D.A
Flat front-plate 2300x24x3 in stainless steel. Backset mm 35 DIN LEFT	 1		 7A37103521S.A
Flat front-plate 2300x24x3 in stainless steel. Backset mm 40 DIN RIGHT	 1		 7A37104021D.A
Flat front-plate 2300x24x3 in stainless steel. Backset mm 40 DIN LEFT	 1		 7A37104021S.A

centre distance 92 mm
Package

Full-size scale

Full-size scale

Emergency 
exit controls

Multiblindo eMotion EXIT is a motorized multipoint mortice lock, with panic device.
Operating by orizontal bar of Pro EXIT that, through the rotation of the follower, it open 3 
deadbolts and latchbolt. eMotion EXIT after the alignement of the frame is able to close 
automatically latchbolt and 3 deadbolts (mode Total), only the latchbolt (mode Light) or 
to set the hold open function (mode Free). Microswitch to detect the deadbolts status. 
Central lock 9 mm follower, 92 mm centre distance, European cylinder. Latchbolt DIN 
RIGHT or DIN LEFT. Deadbolts and latchbolt operated by key, panic device or motor 
12Vdc. Lock deadbolts and deviators hook rotating deadbolts with 27 mm throw, with 
anti-drill and anti-cut carbonitrided steel.
Supplied with: connection cable, 2 nylon end blocks for U-version, fixing screws, 
instruction sheet. 
Accessories to be ordered separately: Striking plates 03320* 
Deviators striking plates 033169 - 033171

FROM INSIDE

Panic exit device to open.

Key to open and close.

Electronic remote control.

FROM OUTSIDE	
Key to open and close.
Electronic remote control.
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EXIT

The panic exit device for fire resistant doors with mortice lock for single leaf is made up of a horizontal bar which operates the 
locking mechanism through the handle follower. This operation unlocks the lock and opens the door. Reversible mechanism 
for right or left handed doors. All devices can be used with a microswitch that signals emergency openings.

Doors opening direction.

Emergency 
exit controls

Outside right
DIN left

Outside left
DIN right

INTERNAL
EXTERNAL

 

	         Operating mechanism	           Bar                 Lock                   Striking plate	               	       	
	          	     94A0000**69*	 9459**      	7A3********.A              03320*
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Pro EXIT

C
ode

STEEL emergency exit device Pro EXIT for Multiblindo eMotion EXIT.
Lateral mechanisms, centre distance 92 mm, handle follower 9 mm, European cylinder	 1		 94A000050699	 YES
Oval bar length 1130, RED		  1 	 945928	 YES
Oval bar length 1330, RED		  1 	 945938	 YES

Microswitch, to be inserted in the operating mechanism 949.
It can be used in conjunction with security systems. Fixing screw. Instruction sheet.	 1	  94100160	   NO

Package

Emergency 
exit controls

: antibacterial protection

For “Common Accessories” please see the section  “Electric Locks” on pages 18 and 19
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Push sirenA
Escape routes represent a guarantee for people’s safety in case of fire or emergency.
Yet, they are always critical points for the security of the buildings and the goods they contain.
As a matter of fact, if not adequately monitored, they become the ideal way for intruders to walk in and out.
Push Sirena is the answer to these problems: No need of complex and expensive alarm systems on your door.

Push Sirena is installed as a traditional panic exit device but has an acoustic alarm: when it is activated, it immediately detects 
any unauthorized opening of the escape route door. Therefore, it represents the ideal solution for shops, small warehouses and 
all places where escape routes need constant monitoring.

Push Sirena is available both as complete panic exit device and as independent device for retrofitting on ISEO panic exit devices 
of the PUSH series. In both cases installation is extremely easy and quick and does not require any special tool or knowledge.
No wiring in the door is needed since the device is battery-operated.

Courtesy function allowing exit without alarm.
 
Alarm reset by key only.
 
Acoustic and LED signals showing the device and battery status.

Powered by batteries.

3-level battery charge indicator allowing scheduled replacement.
 
Device status:
OFF: the bar can be pressed without triggering the alarm.
ON: the alarm, both acoustic and visual, comes into operation when the bar is pressed.
Break or courtesy function: a temporary status (5 sec.) within the ON status allowing 
exit without triggering the alarm.
Ongoing alarm: when the alarm is ON and the bar is pressed, the device emits a strong 
acoustic signal and a red LED flashes.

Main functions:

Key points

Powered by 2 AA alkaline batteries 1.5V.
Batteries lifetime over 2 years without alarm.
3-level battery charge indicator
Acoustic signal over 90db.
Functions selector complatible with half European profile cylinders 
(size 30+10) with 8-position DIN cam.

Technical features:

Emergency 
exit controls
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Push sirenA

Emergency 
exit controls
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Push sirenA

C
ode

Package

ACOUSTIC ALARM DEVICE KIT FOR ISEO PANIC EXIT DEVICE PUSH SERIES.
It is compatible with ISEO Push range and can be easily mounted in retrofit on 
panic exit devices already installed. The battery operation without external power 
allows for a quick, easy and cost-effective installation. A selector connected to a 
key-operated European single profile cylinder (included) is used to program the 
functions and set the device status (alarm off, alarm on, courtesy).

			 
Painted grey	 1	 94200093	 YES
Painted white	 1	 94200094	 YES
Painted black	 1	 94200095	 YES

“Push SIRENA” panic exit device, modular reversible, prearranged for rods.
Shortenable to mm 330. Self-locking latch, suitable for fire resistant doors. 
Top/bottom hole caps. Lateral keep with spacers mm 1-2-3.
2 AA alkaline batteries 1,5 V.
Single profile cylinder. Assembly instructions 
To be ordered separately:
Rods and covers 94100205 for doors mm 2400.
Rods and covers 94100305 for doors mm 3400.
Pair of steel latches 941020**04. External control 9401*+9402*
External cylinder 859000857/9
Kit of gaskets for fire resistant doors 94000030
Fixing plate for bar, fire resistant doors 94100040
Fixing plate for latches, fire resistant doors 94100050

						    
Length mm 840  chassis and bar painted grey	 1		  942408433T...1	 YES
Length mm 1170 chassis and bar painted grey	 1		  942411733T...1	 YES
Length mm 1170 chassis painted black and bar painted red	 1		  942411758T...1	 YES

Emergency 
exit controls

: antibacterial protection
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120 8

C
ode

Extended handle follower for doors thickness max 105 mm.  	  10	 947880,	 NO

Accessory for rod guides. 	 10 	 94100195 	 NO

Plug in nylon for panic exit devices latchbolt, “IDEA Base” and “Push” type.
GREY	 10	 94100703	  NO
WHITE	 10	 94100704	 2,0NO
BLACK	 10	 94100705	 2,0NO

Accessories
Package

Emergency 
exit controls

Microswitch to be installed in the bracket of the “Push” 9424, 
chassis detecting door opening. 
Can be used with security system. Instruction sheet.	 1	 94200060	 NO

Rods and covers. One keep for two wings, without spacers. 
Cap for bar lateral latch.  					   
	
For doors with maximum heigth mm 2400 painted grey	 5	 94100203 	   SI
For doors with maximum heigth mm 2400 painted white	 5	 94100204	    SI
For doors with maximum heigth mm 2400 painted black	 5	 94100205	  SI

For doors with maximum heigth mm 3400 painted grey	 5	           94100303 	 SI
For doors with maximum heigth mm 3400 painted white	 5	 94100304	 SI
For doors with maximum heigth mm 3400 painted black	 5	           94100305 	 SI
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C
ode

Accessories

: antibacterial protection

Package

Painted latch for panic exit devices “IDEA Base” and “Push”. 
Self-locking steel latch suitable for fire resistant doors. 
Fixing screws.
						    
Painted grey	 1		 9410003304		 YES
Painted white	 1 	               9410003404	  	YES
Painted black	 1        		 9410003504		 YES

Pair of painted latches for panic exit devices “IDEA Base” and “Push”. 
Top and bottom vertical locking. Self-locking steel latch 
suitable for fire resistant doors. Keeps 94100110+94100120. 					   
Fixing screws.
						    
Painted grey	 1 		 9410201304 	 YES
Painted white	 1 		 9410201404		 YES
Painted black	 1 		 9410201504 	 YES

Pair of painted latches for panic exit devices “IDEA Base” and “Push”. 
Top and bottom lateral locking. Self-locking steel latch suitable 
for fire resistant doors. Two keeps 94100100. 
Fixing screws.
						    
Painted grey	 1 		 9410203304 	 YES
Painted white	 1 		 9410203404 	 YES
Painted black	 1 		 9410203504 	 YES

Pair of painted latches for panic exit devices “IDEA Base” and “Push”. 
Top vertical and bottom lateral locking.			 
Two keeps 94100110. 
Fixing screws.
						    
Painted grey	 1 		 9410204304 	 YES
Painted white	 1 		 9410204404 	 YES
Painted black	 1 		 9410204504 	 YES

Emergency 
exit controls

For “Common Accessories” please see the section  “Electric Locks” on pages 18 and 19





3-25

Trim-Tronic
The Trim-Tronic unit interfaces with multipoint locking panic bars, providing a long awaited solution to the problem where 
a door is opened by a panic bar from the inside but cannot be accessed from the outside.
The Trim-Tronic allows you to use access control on panic exit, overriding the bar from the outside whilst still allowing safe 
emergency exit from the building.

Designed to interact with all ISEO panic exit devices with 1, 2 and 3 top and
bottom locking points.
Conceived to comply with the requirements of EN 1125:08 standard.
Works on single and double doors.
Can replace any mechanical ISEO outside access unit.
Provided with anti-vandalism handle.
Can be easily installed on any type of frame (aluminium, pvc, wood, etc.).
12 Vdc power supply.

Key points

Main functions
It can be combined with mechanical mortice panic exit devices.

Mechanical free access mode: it allows free access from outside for a programmed time.

It is reversible: can be installed both on right and left handed doors.

The handle can be enabled and disabled through the cylinder. The 2 signaling Leds indicate the handle enabling status.
 
Handle enabled and disabled by two remote electric pulses connected with cable (ref. 94403030E) and connector which 
also transfers the power supply and signals handle status.

Remote electric pulse are:
Pushbutton 1: handle enabled for 5 seconds or for the time the pushbutton is pressed
Pushbutton 2: key disabled.

Zamak case.
Idle handle if disabled.
Power supply 12 Vdc (2A peak).
Handle and key status signaling output (enabled/disabled)
Enabling/disabling pushbutton input.
Mechanical key locking pushbutton input.
European single profile cylinder, mm 40 (30-10).
Handle follower 8 mm.
Operating temperature: from -20°C to 60°C.

Technical features:

Emergency 
exit controls
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C
ode

Trim-Tronic

EXTERNAL ELECTROMECHANICAL CONTROL FOR PANIC EXIT DEVICES.
It can be used in combination with mechanical rim panic exit devices.
It can be installed both on RIGHT and LEFT handed doors.
Zamak case. Power supply 12 Vdc.
Supplied with:
R6 European monoprofile cylinder 40 mm with 3 keys, ref. 880930109.
Handle follower. Fixing screws. Template and assembly instructions.
Connecting cable 5 m.

Accessories to be ordered separately:
Power supply unit 12 Vdc-2A
Wing cable guide						    

Painted GREY	 1	 94091103E	 YES
Painted WHITE	  1	 94091104E	 YES
Painted BLACK	  1	 94091105E	 YES

Emergency 
exit controls

Package

: antibacterial protection

For “Common Accessories” please see the section  “Electric Locks” on pages 18 and 19
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C
ode

Fire door controls 
and fire prevention

LOCK For fire RESISTANT doors 12Vac/dc. 
(external handle). 1 lateral point, latchbolt only.
Panic exit follower enabled during electric pulse only.
Internal - external: the cylinder enables and disables
the panic exit follower.
Front plate rounded, mm 24x3, zinc-plated.
Panic exit follower mm 9. Distance mm 72. Backset mm 65.
Single packaging
 
Right-handed	 1	  	216930654.5D 		      
Left-handed	 1	  	216930654.5S 		      

Electric locks for fire resistant doors
Package

Certifications
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C
ode

Fire door controls 
and fire prevention

electric LOCK for fire resistant panic exit doors 12Vac/dc. 
(external handle). 1 lateral point, latchbolt only. Opening with external 
handle enabled during electric pulse only. Internal: latchbolt operated by the 
panic exit device. External: latchbolt operated by the handle only if 
enabled by the key or during electric pulse. Front plate rounded, 
mm 24x3, zinc-plated. Panic exit two-piece 
follower mm 9. Distance mm 72. Backset mm 65. Single packaging
 
Right-handed	 1	  214910654..D	
Left-handed	 1 	 214910654..S 

Panic exit electric mortice locks
Package

Doors opening direction.

Outside right
DIN left

Inside left
DIN right

Outside left
DIN left

Inside right
DIN left

INTERNAL
EXTERNAL

Certifications
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0425

C
ode

 10 

IDEA Base Infilare

IDEA Base Infilare panic exit device for FIRE RESISTANT doors, 
FOR MAIN AND SECONDARY LEAF, 
reversible, can be used with panic exit mortice locks and counterlocks 
with 9 mm handle follower. 
Center distance mm 72, with handle follower rotation 30°. 
Templates. Assembly instructions. SQUARE SPINDLE NOT INCLUDED. 
CE EN1125 mark and ICIM product certification.						    
Accessories to be ordered separately:						    
Lock 21411*65* - Counterlock 2126**65* - Counterlock 2127**65*							     
Oval bar 9459* - Striking plate 032094						    
Microswitch 94100160.							     
Square spindle 947910 - 947920 - 947930 - Accessories 0321*4

PVD finish	 1		 94C000020379	 NO
Painted black	 1		 94C000050379	 YES

                           for main and secondary leaf

Certifications

The ICIM certification as per EN 1125 is only valid if the 
operating bar in this page is used in conjunction with ISEO 
locks, stricking plates, counterlocks and accessories as 
indicated in the next page. Whoever uses a certified panic 
exit device in conjunction with locks, counterlocks, acces-
sories and/or stricking plates different from the ones spe-
cified by ISEO shall be responsible for compliance with 
EN 1125. 

All the updated certificates can be downloaded from our 
web site: www.iseoserrature.it

Fire door controls 
and fire prevention

: antibacterical protection

Package
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0425

IDEA Base Infilare

The panic exit device for fire resistant doors with mortice lock for main anf secondary leaf is made up of a horizontal bar 
which operates the locking mechanism through the handle follower. The operation of the bar causes the rotation of the handle 
follower, unlocks the lock and opens the door. Reversible mechanism for usage on right or left handed doors. All versions can be 
used with a microswitch that detect door openings.

                           for main and secondary leaf

 
	  Operating mechanism	      Bar              Lock          Striking plate	
	       94C000020379        9459*      21491065..D       032094
	       94C000020379        9459*      21491065..S       032094
	       94C000050379        9459*      21491065..D       032094
         94C000050379        9459*      21491065..S       032094

Fire door controls 
and fire prevention

Complete range available on web site: www.iseoserrature.it
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0425

C
ode

Palmo

Palmo panic exit device for FIRE RESISTANT doors, FOR MAIN AND 
SECONDARY LEAF, reversible, can be used with panic exit mortice locks 
and counterlocks with 9 mm handle follower. 
Center distance mm 72, with handle follower rotation 30°. BLACK painted. 
Templates. Assembly instructions. SQUARE SPINDLE NOT INCLUDED. 
CE EN1125 marking and ICIM product certification.						    
Accessories to be ordered separately:						    
Lock 2141**65* - Counterlock 2126**65* - Counterlock 2127**65*							     
Oval bar 9459* - Striking plate 032094							     
Kit of thermoexpanding gaskets 94000020.
Microswitch 94100160.							     
Square spindle 947910 - 947920 - 947930 - Accessories 0321*4

PVD finish	 1		 949000020379	      NO
Painted black	 1		 949000050379      YES

Package

Fire door controls 
and fire prevention

: antibacterical protection

Certifications

The ICIM certification as per EN 1125 is only valid if the 
operating bar in this page is used in conjunction with 
ISEO locks, stricking plates, counterlocks and accessories 
as indicated in the next page. Whoever uses a certified 
panic exit device in conjunction with locks, counterlocks, 
accessories and/or stricking plates different from the ones 
specified by ISEO shall be responsible for compliance with 
EN 1125. 

All the updated certificates can be downloaded from our web 
site: www.iseoserrature.it

          for main and secondary leaf
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0425

Palmo          for main and secondary leaf

Fire door controls 
and fire prevention

 
	  Operating mechanism	      Bar             Lock           Striking plate	
	       940000020379        9459*      21491065..D       032094
	       940000020379        9459*      21491065..S       032094
	       940000050379        9459*      21491065..D       032094
         940000050379        9459*      21491065..S       032094

Complete range available on web site: www.iseoserrature.it

The panic exit device for fire resistant doors with mortice lock for main anf secondary leaf is made up of a horizontal bar 
which operates the locking mechanism through the handle follower. The operation of the bar causes the rotation of the handle 
follower, unlocks the lock and opens the door. Reversible mechanism for usage on right or left handed doors. All versions can be 
used with a microswitch that detect door openings.
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C
ode

Package
Accessories

Horizontal oval bar for panic exit devices IDEA - Palmo series 94c -  9490.

Length mm 1130						    
INOX	 1		  945922			 NO
Painted grey	 1		  945923		  YES
Painted white	 1		  945924		  YES
Painted black	 1		  945925	  	YES
Painted red	 1		  945928		  YES
Painted green	 1		  945929		  YES

Length mm 1330						   
INOX	 1		  945932			 NO

Painted red	 1		  945938		  YES

Microswitch, to be fitted in the IDEA - Palmo serieS 94c -  9490.
Can be used in conjuction with security systems. 
Fixing screws. Instructions sheet.	 1		  94100160			 NO

Flat, heavy striking plate, with rounded edge, for panic exit mortice locks. 
ZINC-PLATED steel mm 235x24x3. For series: 216*214*	 10		 032094			  NO

Fire door controls 
and fire prevention

: antibacterical protection
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Electric 
locks
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Electric 
rim locks

Package

C
ode

Right-hand electric rim lock in stainless steel. 12Vac 15W Internal cylinder and 
external fixed cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with 
adjustable force. 3 keys. Adjustable keep. Escutcheon. Instruction sheet. 
(Key blank ref. N. 020259).						    
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012
						    
Backset mm 60	 1		 520010602
Backset mm 70	 1		 520010702
Backset mm 80	 1		 520010802

Left-hand electric rim lock in stainless steel. 12Vac 15W Internal cylinder and 
external fixed cylinder Ø 26x50. Self-locking latchdbolt. Separate loading spring with 
adjustable force. 3 keys. Adjustable keep. Escutcheon. Instruction sheet. 
(Key blank ref. N. 020259).						    
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012
					   
Backset mm 60	 1		 520020602
Backset mm 70	 1		 520020702
Backset mm 80	 1		 520020802 

Right-hand electric rim lock in stainless steel. 12Vac 15W Internal pushbutton, 
internal cylinder for pushbutton locking or for hold-open function, external fixed
cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with adjustable force.
3 keys. Adjustable keep. Escutcheon. Instruction sheet. (Key blank ref. N. 020259).		
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012
					   
Backset mm 60	 1		 520310602
Backset mm 70	 1		 520310702
Backset mm 80	 1		 520310802

Left-hand electric rim lock in stainless steel. 12Vac 15W Internal pushbutton, 
internal cylinder for pushbutton locking or for hold-open function, external fixed 
cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with adjustable force. 
3 keys. Adjustable keep. Escutcheon. Instruction sheet. (Key blank ref. N. 020259).		
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012
					   
Backset mm 60	 1		 520320602
Backset mm 70	 1		 520320702
Backset mm 80	 1		 520320802

2001 electric rim locks for gates

Complete range on our general catalogue, available also on the website iseoserrature.it.
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Electric 
rim locks

Right-hand electric rim lock, painted. 12Vac 15W Internal cylinder and external 
fixed cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with
adjustable force. 3 keys. Adjustable keep. Escutcheon. Instruction sheet.
(Key blank ref. N. 020259).						    
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012.
					   
Backset mm 50	 1		 520010505	
Backset mm 60	 1		 520010605		
Backset mm 70	 1		 520010705		
Backset mm 80	 1		 520010805		

Left-hand electric rim lock, painted. 12Vac 15W Internal cylinder and external fixed
cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with adjustable force.
3 keys. Adjustable keep. Escutcheon. Instruction sheet. (Key blank ref. N. 020259).						    
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 052012.
					   
Backset mm 50	 1		 520020505	
Backset mm 60	 1		 520020605		
Backset mm 70	 1		 520020705		
Backset mm 80	 1		 520020805	

Right-hand electric rim lock, painted. 12Vac 15W Internal pushbutton and external 
fixed cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with
adjustable force. Backset mm 50. 3 keys. Adjustable keep. Escutcheon. 
Instruction sheet. (Key blank ref. N. 020259).						    
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 050012
					   
Backset mm 50	 1		 520110505	
Backset mm 60	 1		 520110605	
Backset mm 70	 1		 520110705	
Backset mm 80	 1		 520110805	

Left-hand electric rim lock, painted. 12Vac 15W Internal pushbutton and 
external fixed cylinder Ø 26x50. Self-locking latchbolt. Separate loading spring with 
adjustable force. 3 keys. Adjustable keep. Escutcheon. Instruction sheet. 
(Key blank ref. N. 020259).				  
Accessories to be ordered separately: Lock plate and keep plate - ref. N. 050012
					   
Backset mm 50	 1		 520120505	
Backset mm 60	 1		 520120605	
Backset mm 70	 1		 520120705	
Backset mm 80	 1		 520120805	

2001 electric rim locks for gates
Package

C
ode

Complete range on our general catalogue, available also on the website iseoserrature.it.
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380 EGI

Rim locks, hook in nickel-plated steel.
FUNCTIONS with 8-12V operation. 
Internal cylinder, fixed external cylinder.
3 Keys (code 740101).						    
						    
Backset mm 90. Hand R.	 1		 3809001	
Backset mm 90. Hand L.	 1		 3809002

Package

C
ode

Electric 
rim locks
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381 EGR

Mortice lock, hook in nickel-plated steel.
functions 8-12V operation. 
Forend in steel zinc-plated.
Supplied with cylinder F20930307N F3.						    
						    
Backset mm 90. 	 1		 3819000	

Package

C
ode

Electric 
mortice locks
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Multipoint electric mortice lock for metal frames with 3 lateral lockings,
12Vac/dc, operating with European profile cylinder Central electric lock 
with rotating deadbolt and mm 24 throw. Self-locking latchbolt. 
Latchlocking by electric pulse, key or handle follower mm 8. 
Separate loading spring. Adjustable on top and bottom. 
2 deviators, with rotating deadbolt mm 24 throw.
2 nylon end blocks and two front plate supports for open joint for U-version. 
2 cylinder escutcheons. Fixing screws. Instruction sheet. 
Accessories to be ordered separately: Striking plates

						    
U-shaped front plate 1860x24x6 in stainless steel. Backset mm 25	 1 		  785801252	
U-shaped front plate 1860x24x6 in stainless steel. Backset mm 30	 1		  785801302
U-shaped front plate 1860x24x6 in stainless steel. Backset mm 35	 1	  	785801352

						    
					   
Flat front plate  1860x24x3 in stainless steel. Backset mm 25	 1		 785811252
Flat front plate  1860x24x3 in stainless steel. Backset mm 30	 1		 785811302
Flat front plate  1860x24x3 in stainless steel. Backset mm 35	 1		 785811352

Package

C
ode

Complete range on our general catalogue, available also on the website iseoserrature.it.

Electa multipoint lock

Electric 
mortice locks

Full-size scale 1:1

Full-size scale 1:1
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Electric mortice lock for metal frames, lateral locking, 12Vac/dc,
operating with European profile cylinder. Front plate mm 346x22x3 
in stainless steel. Self-locking LATCHbolt only. 
Latchlocking by electric pulse, key or handle
follower mm 8. Separate loading spring. 
2 escutcheons. Pair of front plate spacers. 		
Fixing screws. Instruction sheet.						   
Accessories to be ordered separately: striking plates	
							    
Backset mm 25	 10 		 781702252		
Backset mm 30	 10 		 781702302	
Backset mm 35	 10			 781702352		

Electric mortice lock for metal frames, lateral locking, 12Vac/dc, 
operating with European profile cylinder. Front plate mm 346x22x3 
in stainless steel. Self-locking and mm 5 extended latchbolt only. 
Latchlocking by electric pulse, key or handle follower mm 8. 
Separate mm 5 extended loading spring.
2 escutcheons. Pair of front plate spacers. 
Fixing screws. Instruction sheet.						   
Accessories to be ordered separately: striking plates
						   
Backset mm 25	 10			 7817022525		
Backset mm 30	 10 		 7817023025		
Backset mm 35	 10 		 7817023525		

Electa electric lock stainless steel front plate mm 22

Complete range on our general catalogue, available also on the website iseoserrature.it.

Package

C
ode

Electric 
mortice locks
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Match Radiale

Electric striker with closed reversible striking plate, 
satin stainless steel, flat front plate mm 250x25x3, 
for locks 78*-96*7-96*9-98.
Can be used with electric strikers series 0400*0 and 0401*0.		
version WITH automatic unlatching after electric pulse, 
with hold-open lever.	
Power supply: 6-12Vac/dc* Absorption: da 0,5 a 1,5 A. with nylon case	 1		 5661900

Electric striker without front plate, 
unlatched after electric pulse only, 
with hold-open lever.
Power supply: 6-12Vac* Absorbtion: 0,5 a 1,5 A. REVERSIBLE.	 1		 040010	
Power supply: 24Vac* Absorbtion: 0,5 A. REVERSIBLE.	 1 		 040050	 	

Electric striker without front plate, 
unlatched after electric pulse only, 
without hold-open lever. 
Power supply: 6-12Vac* Absorbtion: da 0,5 a 1,5 A. REVERSIBLE	 1		 040020	
Power supply: 24Vac* Absorbtion: 0,5 A. REVERSIBLE.	 1		 040060	

Electric striker without front plate, 
permanent unlatching after
electric pulse, with hold-open lever.
Power supply: 6-12Vac* Absorbtion: da 0,5 a 1,5 A. REVERSIBLE.	 1		 040030	
Power supply: 24Vac*  Absorbtion: 0,5 A. REVERSIBLE.	 1		 040070	

Electric striker without front plate, 
permanent unlatching after
electric pulse, without hold-open lever.
Power supply: 6-12Vac* Absorbtion: da 0,5 a 1,5 A. REVERSIBLE.	 1		 040040	
Power supply: 24Vac* Absorbtion: 0,5 A. REVERSIBLE.	 1		 040080	

* dc: only 12V max. power supply time 10 seconds

Package

C
ode

Electric 
strikers
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Match Radiale

Electric striker without front plate, 
fail-safe version. 		
Without hold-open lever.
Power supply: 12Vdc Absorbtion: 0,3A. REVERSIBLE.	 1		 040100	
Power supply: 24Vdc Absorbtion: 0,2A. REVERSIBLE.	 1		 040110	

Mechanical striker without front plate, 
version without coil 
with hold-open lever. Reversible.	 1		 040090

Adjustable Right-hand electric striker for MULTIBLINDO 
central striking plates series 033160-033162-033173-033175. 
Limited unlatching during electric pulse only.
Hold-open lever. Power supply: 12Vac 15W  	 1		 040900

Adjustable LEFT-hand electric striker for MULTIBLINDO 
central striking plates series 033161-033163-033174-033176. 
Limited unlatching during electric pulse only. 
Hold-open lever. Power supply: 12Vac 15W  	 1		 040910	

Package

C
ode

Electric 
strikers
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Match Radiale
Closed reversible striking plate, satin stainless steel, 
flat front plate mm 250x25x3, for locks 78*-96*7-96*9-98. 
Can be used with electric strikers series 0400*0 and 0401*0.
With nylon case.	 1		 033190	

Closed Right-hand striking plate, satin stainless steel, 
U-shaped front plate mm 250x24x6, for locks 78*-96*7-96*9-98. 
Can be used with electric strikers series 0400*0 and 0401*0. 
With nylon caps and case.	 1		 033194	

Closed Left-hand striking plate, satin stainless steel, 
U-shaped front plate mm 250x24x6, for locks 78*-96*7-96*9-98. 
Can be used with electric strikers series 0400*0 and 0401*0. 
With nylon caps and case.	 1		 033195	

Reversible striking plate in satin stainless steel, 
flat front plate mm 160x25x3, for locks with latchbolt only. 
Can be used with electric strikers series 0400*0 and 0401*0.	 1		 033196	

Package

C
ode

Electric 
strikers
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Match Radiale

Reversible striking plate in satin stainless steel,
U-shaped front plate mm 172x24x6, for locks with latchbolt only. 
Can be used with electric strikers series 0400*0 and 0401*0. 
With cap.	 1		 033197

Reversible closed striking plate in satin stainless steel, 
flat front plate mm 250x25x3, for mortice locks for wooden 
frames series 200-205-210-215-221-240-250-741-291.
Can be used with electric strikers series 0400*0 and 0401*0. 
With nylon case.	 1		 033193

Right-hand closed angle striking plate, 
GOLD painted steel mm 250x30,5x25,		
for mortice locks for wooden frames 
series 200-205-210-215-221-240-250-741-291.
Can be used with electric strikers series 0400*0 and 0401*0. 
With nylon case.	 1		 033191	

Left-hand closed angle striking plate, 
GOLD painted steel mm 250x30,5x25,		
for mortice locks for wooden frames 
series 200-205-210-215-221-240-250-741-291.
Can be used with electric strikers series 0400*0 and 0401*0. 
With nylon case.	 1		 033192	

Package

C
ode

Electric 
strikers
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5651830 5661830

Match Radiale

Electric striker with flat front plate, stainless steel mm 250x24x3,
right- or Left-hand use, for mortice locks with translating latchbolt 
and deadbolt for aluminium frames, 
permanent unlatching after electric pulse, with hold-open lever 
pin for automatic function. Power supply: 12Vac 15W.	 1		 5621830	

Electric striker with flat front plate, stainless steel mm 160x24x3,
right- or Left-hand use, for mortice locks for aluminium frames, 
permanent unlatching after electric pulse 
with hold-open lever, pin for automatic function. Power supply: 12Vac 15W.	 1		 5611830

Electric striker with flat front plate, stainless steel mm 240x24x3, 
for mortice locks with tilting deadbolt and latchbolt for aluminium frames. 
Can be used on: frames with internal Right-hand lock, rail frames with Left-hand
internal lock, permanent unlatching after electric pulse, 
with hold-open lever, pin for automatic function. 
Power supply: 12Vac 15W. 	 1		 5651830	

Electric striker with flat front plate, stainless steel mm 240x24x3, 
for mortice locks with tilting deadbolt and latchbolt for aluminium frames.
Can be used on: frames with internal Left-hand lock, rail frames with Right-hand
internal lock, permanent unlatching after electric pulse, 
with hold-open lever, pin for automatic function.  
Power supply: 12Vac 15W. 	 1		 5661830	

Package

C
ode

Electric 
strikers
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Right-hand closed striking plate for MULTIBLINDO central lock. 
Flat front plate mm 220x24x3 in stainless steel. 
Can be used with striker series: 040890,
040900, 040910, 0400*0 e 0401*0. With case.	 1		 033160	

LEFt-hand closed striking plate for MULTIBLINDO central lock. 
Flat front plate mm 220x24x3 in stainless steel. 
Can be used with striker series: 040890,
040900, 040910, 0400*0 e 0401*0. With case.	 1		 033161

Right-hand closed striking plate for MULTIBLINDO central lock. 
U-shaped front plate mm 220x24x6 in stainless steel. 
Can be used with striker series: 040890,
040900, 040910, 0400*0 e 0401*0. With caps and case.	 1		 033162

LEFt-hand closed striking plate for MULTIBLINDO central lock. 
U-shaped front plate mm 220x24x6 in stainless steel. 
Can be used with striker series: 040890,
040900, 040910, 0400*0 e 0401*0. With caps and case.	 1		 033163	

Package

C
ode

Electric 
strikers

Full-size scale

Full-size scale

Full-size scale

Full-size scale

Match
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Electric 
strikers

Right-hand striking plate for MULTIBLINDO central lock. Flat front plate
mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,
040900, 040910, 0400*0 e 0401*0. With case.	 1		 033173	

LEFt-hand striking plate for MULTIBLINDO central lock. Flat front plate
mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,
040900, 040910, 0400*0 e 0401*0. With case.	 1		 033174	

Right-hand striking plate for MULTIBLINDO central lock. U-shaped front plate
mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,
040900, 040910, 0400*0 e 0401*0. With caps and case.	 1		 033175	

LEFt-hand striking plate for MULTIBLINDO central lock. U-shaped front plate
mm 220x22x3 in stainless steel. Can be used with strikers series: 040890,
040900, 040910, 0400*0 e 0401*0. With caps and case.	 1		 033176	

Package

C
ode

Full-size scale

Full-size scale

Full-size scale

Full-size scale

Match
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E600

Electric strike with release lever for temporary disengagement (hold-open).  
Automatic anti-closure device (anti-repeater). 
Power supply 6-12Vac/dc* 15 W. 
Front plates for mortise installation available.

Hand R.	 1		 20000E60012V1	
Hand L.	 1 		 20000E60012V2	

Electric strike with release lever for temporary disengagement (hold-open).  
Automatic anti-closure device (anti-repeater). 
Power supply 6-12Vac/dc* 15 W.
Chrome plate forend H= 248 mm L= 35 mm D= 3 mm

Centre distance 28. Hand R. 	 1 		 20028E60012V1
	Centre distance 28. Hand L.	 1 		 20028E60012V2
	Centre distance 37. Hand R. 	 1 		 20037E60012V1
	Centre distance 37. Hand L. 	 1 		 20037E60012V2	

Electric strike with release lever for temporary disengagement (hold-open).  
Automatic anti-closure device (anti-repeater). 
Power supply 6-12Vac/dc* 15 W.
Chrome plate forend H= 248 mm L= 35 mm D= 3 mm

Centre distance 28. Hand R. 	 1 		 20028E60012V2
	Centre distance 28. Hand L. 	 1 		 20028E60012V1
	Centre distance 38. Hand R.	 1 		 20037E60012V2
	Centre distance 38. Hand L.	 1 		 20037E60012V1	

Electric 
strikers

Package

C
ode

* dc: only 12V max. power supply time 10 seconds
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C
ode

Power supply unit 12Vdc - 36W
Input 120-230Vac. Output 12Vdc 3A. 
DIN35 rail mounting.
Compatible with eMotion, Trim-Tronic, Match Radiale.
Package: 1 power supply unit, instruction manual.	 1		 94403000E	

Power supply unit 24Vdc - 30W
Input 120-230Vac. Output 24Vdc 1.2A.
DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.

	 1		 5E3501	000,04

Power supply unit 24Vdc - 70W
Input 120-230Vac. Output 24Vdc 3A. 
DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.

	 1		 5E3502	000,04

Power supply unit 12Vdc - 50W
Input 120-230Vac. Output 12Vdc 4A. 
DIN35 rail mounting.
Package: 1 power supply unit, instruction manual.

	 1		 5E3503	000,04

Power supply unit 12Vdc - 42W
Input 120-230Vac. Output 12Vdc 3A. 
DIN35 rail mounting.
Compatible with THESIS.
Package: 1 power supply unit, instruction manual.	 1 		 5870000004012	

Common
accessories

Package
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CONCEALED LEAD COVER, flexible, external, in stainless steel L=300	 1		 94403010E	000,04

CONCEALED LEAD COVER, flexible, external, in stainless steel L=450	 1		 FXAGFA45D900000	 000,04

CONCELEAD LEAD COVER, flexible, in stainless steel, flush version L=300
For openings up to 90°. 
Compatibile con Thesis, Top Exit DGT, x1R.	
	 1		 94403110E	000,04
	 1		 881000000	000,04

SPRING CONCELEAD LEAD COVER, flexible. 
For openings up to 180°.
	 1 		 60130000	

Common
accessories

Package










